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1: 200 (A3)

SECTION 22
PA-009

LEGEND & GENERAL INFORMATION

B
AL-016

FFL 0.0

GROUND / FLOOR LEVEL INDICATOR

SECTION LINE INDICATOR

REVISION BOX INDICATOR

LEVEL INDICATOR

SITE NOTICE LOCATION

SITE BOUNDARY LINE

EXISTING TREE

NEW TREES 

CONTRACTOR TO CHECK AND VERIFY ALL BUILDING AND SITE 
DIMENSIONS, LEVELS AND SEWER INVERT LEVELS AT CONNECTION 
POINTS BEFORE WORK STARTS

DRAWINGS TO BE READ IN CONJUNCTION WITH CIVIL & STRUCTURAL 
ENGINEERS AND WITH LANDSCAPE ARCHITECT'S AND OTHER SPECIALIST 
DRAWINGS, DETAILS AND SPECIFICATIONS

1

SECTION 11
PA-009

DRIVING AISLES MIN. 6M IN WIDTH
COATED MACADAM TO ENGINEER'S
DETAIL & SPECIFICATION

PRECAST CONCRETE KERB EDGING

GRASS GRID INSTALLED TO PARKING AREAS

GABBION RETAINING WALLS TO
ENGINEER'S DETAIL & SPECIFICATION

NEW & RETAINED TREES PLANTED
BETWEEN PARKING  LEVELS

LIGHTING BOLLARDS TO WALKWAY

STEPS TO ARCHITECT'S LATER DETAIL

PRECAST CONCRETE KERB EDGING

EXISTING GROUND LINE SHOWN DOTTED

EXISTING GROUND LINE SHOWN DOTTED

NEW & RETAINED TREES PLANTED
BETWEEN PARKING  LEVELS


